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Regupol”

Regupol® Acousti-Tile: reducing
impact sound for tiled floor finishes

The impact of Part E regulations has made developers
think twice about using hard floor finishes, especially for
those which are tiled. They’re stylish, they’re hygienic,
but because they have no natural sound absorption
properties, tiles have proven to be a challenge when it
comes to controlling impact sound.

CMS Acoustic Solutions can now give developers the
freedom to lay tiles and meet Part E standards.
Exclusive to CMS Acoustics, Regupol® Acousti-Tile has
been specially developed to comply with the building
regulations, and is the first acoustic tiling system to
comply with Part E.

Independent testing of the system has demonstrated
that it complies with the TTA’s Coefficient of Restitution
figure (0.56) for light duty applications such as
domestic dwellings.

The system’s impact sound insulation performance
of 19dB also exceeds the required level set out in
Part E of the building regulations, the minimum
being 17dB.

The main component within the Regupol” Acousti-Tile
system is a high performance acoustic underlay, which
attenuates impact sound at source for any tiled floor
finish. Tiles are laid on top of the acoustic underlay using
a high quality adhesive — which is also acoustically
proven. The acoustic tiling system is then completed

by filling in the joints using an appropriate grout finish.

'Regupol Acousti-Tile incorporating BAL Acousti-
Bond adhesive gives developers back the choice
of using the tiled finish they want, whilst still
complying with Part E regulations. This is superb
news for the industryO.

David Longwell, Chief Chemist,
Building Adhesives Limited

The Choice of the Professional

Applications

Regupol® Acousti-Tile presents an ideal solution for the
residential construction sector. The tiling system is
suitable for all new build and refurbishment projects
where a tiled surface is preferred to a softer floor finish.
It can be used with any tiled finish, including stone and
ceramic. Applications include:

e Bathrooms e Living rooms
e Bedrooms e Kitchens
Kitchens

Stone and ceramic tiles are fundamental in getting that
home kitchen chic. The inherent smart appearance and
hygienic properties of a tiled finish in preference to
softer options, such as carpet, means that demand has
not declined. Regupol® Acousti-Tile allows developers to
select high quality tiled finishes with the added
confidence of guaranteeing Part E compliance.
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Bathrooms

The Regupol® Acousti-Tile system presents an ideal
bathroom tiling solution but should not be used in total
immersion conditions. Traditionally, tiled surfaces in
bathrooms have been preferred over soft finishes given
that water can be mopped or wiped away with ease.
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TTA approved

As the first approved tiling system to comply with Technical specification
the requirements of Part E and the TTA, Regupol®

Acousti-Tile opens up a wave of possibilities for new
developments. CMS Acoustic Solutions gives developers Regupol® Acousti-Tile 19dB
back the choice of using their preferred choice of finish, Required level for Part E 17dB
and still comply with required acoustic standards.

Acousti-Tile impact sound insulation ALw performance:

Coefficient of Restitution
Regupol® Acousti-Tile 0.56*

Marketplace exclusivity

Available exclusively from CMS Acoustic Solutions, For light duty applications, such as domestic dwellings.

Regupol® Acousti-Tile is the only acoustic tiling system
in the industry which is guaranteed to comply with Part
E regulations.

New builds and refurbishments Tiled surface

Regupol® Acousti-Tile can be installed in any new build
or refurbishment project and is compatible with all types
of subfloor.

Grout BAL Acousti-Bond

tile adhesive
Choice of tiled finish

With the flexibility to specify any tiled surface, including
stone and ceramic, Regupol® Acousti-Tile gives
developers the freedom to use their preferred finish
without having to worry about the implications of -
meeting Part E.
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All components in one place Acoustic underlay
To ensure smooth installation processes, all components . .
of the Regupol® Acousti-Tile system are supplied Flooring adhesive
together in one delivery.

Simple to install

Regupol® Acousti-Tile is a simple to install acoustic tiling
system, and is compatible with all types of base floors.
Tiles are laid on top of the acoustic underlay using

BAL Acousti-Bond tile adhesive. The acoustic tiling
system is completed by filling in the joints using an
appropriate grout finish. Full installation guidelines are
available upon request.

cal 01925 577 711 www.cmsacoustics.co.uk



Regupol® Acousti-Tile is just one of a number
of acoustic solutions available exclusively in
the UK from CMS Acoustic Solutions
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ACOUSTIC
SOLUTIONS

call 01925 577 711

www.cmsacoustics.co.uk

CM

Head Office:
4a Eagle Park Drive
Warrington WA2 8JA

Southern Office:
Dugard House
Peartree Road
Colchester, CO3 OUL

CMS Acoustic Solutions is the exclusive distributor
for the Regupol® range in the UK.

Regupol® is a registered trademark of BSW

A MEMBER OF THE CMS GROUP



