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CMS QuietBarrier 
Easy to install and maintain, CMS
QuietBarrier offers a high performing
solution to environmental noise control
that is particularly suited to highway
applications.

A lightweight and robust barrier, it
combines the environmentally friendly
and acoustically absorbent QuietStone
panel with a rigid substrate.

This modular design facilitates efficient
installation, ensuring minimal disruption
to traffic flow. Acid and frost/thaw
resistant, this durable system is proven to
perform over time.

Technical Information

Physical information
Raw density 270Kg/m2

Thickness 25mm and 50mm

Bending resistance 1.2N/mm2

Water vapour permeability 20-

Performance
Thermal conductivity 0.06 – 0.12 W/mk

Sound insulation 32dB

Sound absorption >0.8

Pressure resistance 1.2N/mm2

CMS FenceBarrier  
CMS FenceBarrier is available as either a
soft or hardwood system. The selection
will depend upon the application, with
hardwood barriers generally
recommended where there is a risk of
vandalism.

For high performance areas, such as
motorways, the standard CMS
FenceBarrier should be used. This is
installed as per a standard fence
construction with posts and solid timber
sections.

For less sensitive applications, such as
private residential areas, CMS
FenceBarrier is available as a modular
system, which delivers the sound control
necessary for these spaces. 

Technical Information
Laboratory sound reduction 32dB 

Typical sound reduction results achieved on-site: 

Distance from
noise source

Fence height
2m

Fence height
2.5m

Fence height
3m

5m 17.6dB 20.5dB 21.4dB

10m 15.3dB 17.5dB 18.1dB

15m 14.3dB 16.5dB 16.9dB

20m 13.2dB 15.9dB 16.4dB
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CMS GreenBarrier 
CMS GreenBarrier is a highly absorptive
noise barrier constructed of an innovative
steel frame and mesh sandwich filled with
water and sound absorbent stonewool. 

Quick and easy to install, the slimline and
lightweight CMS GreenBarrier essentially
becomes part of a green environment
over time, because plants and hedges
can be planted directly into it, or in the
ground at the bottom of the barrier. 

No special irrigation, fertilisation or
maintenance is required to cultivate the
barrier and depending on the choice of
plant, total coverage can be expected
within one to three years.

CMS GreenBarrier is completely
recyclable and will maintain its
performance over a long lifespan.
A range of CMS GreenBarrier systems is
available, allowing flexibility in design and
a choice of aesthetic finishes.

Technical Information
Laboratory sound tests 

System Noise
absorption

Noise
insulation

CMS GreenBarrier-I >11 >24

CMS GreenBarrier-E1 >11 15 to 24

CMS GreeenBarrier-E2 >11 >24


